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C13 / KWJ

281-8366 BASE GP-OIL FILTER -ENGINE

281-8366 BASE GP-OIL FILTER -ENGINE S/N KWJ1-4615 PART OF 342-6069 FILTER GP-ENGINE OIL ALSO AN

ATTACHMENT

Drawing 1 of 1

Ref. Part number

1 4N-8150

2 7C-3081
3 7C-3082
4 7C-3083
5 7C-3954
6 392-9208
7 224-3405
8 281-1750
8A 2P-4304

9 1A-2170

10 319-6234

(EACH INCLUDES)
95-9334
238-5084

SEBP5572

Description

SPRING

SPACER (6.88X9.53X50-MM THK)
RETAINER

SEAT-RELIEF VALVE SPRING

SPRING AS

PLUNGER-VALVE (RELIEF)(ENGINE OIL COOLER)
VALVE AS (OIL PUMP BYPASS)(ENGINE)
BASE AS-OIL FILTER (ENGINE)
STUD-HOLLOW

SPRING-RETAINER

PLUG AS

PLUG (1-5/16-12-THD)
SEAL-O-RING
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C13 / KWJ

281-8366 BASE GP-OIL FILTER -ENGINE (continued)

Ref. Part number

11 398-5601
360-3681
238-5081

12 6V-8359

13 389-3708

(EACH INCLUDES)
360-3679

214-7568

CAT codes: M.

SEBP5572

Description

PLUG AS

PLUG (7/8-14-THD)
SEAL-O-RING

BOLT (M6X1X70-MM)
PLUG AS

PLUG-CONNECTOR (9/16-18-THD)
SEAL-O-RING
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C13 / KWJ

342-6070 BASE GP-OIL FILTER -ENGINE

342-6070 BASE GP-OIL FILTER -ENGINE PROVIDES AN OIL COOLER BASE GP WHICH ALSO PROVIDES SUPPLY AND
RETURN OIL PORTS FOR REMOTE OIL FILTER CANNOT BE USED WITH NON-REMOTE OIL FILTER AN ATTACHMENT

Drawing 1 of 1

Ref. Part number

1 134-5245
2 336-2216
3 342-9849
4 275-9338

5 309-5137
6V-8635
228-7093
238-5084

6 330-9754
8T-3611

228-7094
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Description

BOLT (M10X1.5X30-MM)

GASKET-FILTER BASE

BASE GP-OIL FILTER (ENGINE)

BOLT (M10X1.5X35-MM)
CONNECTOR AS
CONNECTOR
SEAL-O-RING
SEAL-O-RING
CONNECTOR AS
CONNECTOR

SEAL-O-RING
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Cl1l3 / KWwj) Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE (continued)

Ref. Part number Description Qty Code Group
o page
228-7096 SEAL-O-RING 1
7 113-5304 SEAL-O-RING 2
8 6V-5839 WASHER (11X21X2.5-MM THK) 6

CAT codes: M, Y.
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Cl1l3 / KWwj) Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE

342-6070 BASE GP-OIL FILTER -ENGINE S/N KW]1-4529 PROVIDES AN OIL COOLER BASE GP WHICH ALSO PROVIDES
SUPPLY AND RETURN OIL PORTS FOR REMOTE OIL FILTER CANNOT BE USED WITH NON-REMOTE OIL FILTER AN
ATTACHMENT

Drawing 1 of 1

ENGINE OIL COOLER

Ref. Part number Description Qty Code Group
c page
1 336-2216 GASKET-FILTER BASE 1
2 369-0818 BASE GP-OIL FILTER 1 cY
3 113-5304 SEAL-O-RING 2
4 134-5245 BOLT (M10X1.5X30-MM) 6 CM
5 309-5137 CONNECTOR AS 1
6V-8635 CONNECTOR 1
228-7093 SEAL-O-RING 1
238-5084 SEAL-O-RING 1
6 330-9754 CONNECTOR AS 1
8T-3611 CONNECTOR 1
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Cl1l3 / KWwj) Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE (continued)

Ref. Part number Description Qty Code Group
o page
228-7094 SEAL-O-RING 1
228-7096 SEAL-O-RING 1
7 6V-5839 WASHER (11X21X2.5-MM THK) 6

CAT codes: C, M, Y.
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C13 / KWJ

342-6070 BASE GP-OIL FILTER -ENGINE

Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE S/N KW]4530-4606 PROVIDES AN OIL COOLER BASE GP WHICH ALSO
PROVIDES SUPPLY AND RETURN OIL PORTS FOR REMOTE OIL FILTER CANNOT BE USED WITH NON-REMOTE OIL
FILTER AN ATTACHMENT

Drawing 1 of 1

Ref. Part number

1 336-2216
2 474-4618
113-5304
134-5245

u b~ W

309-5137
6V-8635
228-7093
238-5084
6 330-9754
8T-3611
228-7094
228-7096
7 6V-5839

SEBP5572

ENGINE OIL
COCLER

Description

GASKET-FILTER BASE
BASE GP-OIL FILTER
SEAL-O-RING

BOLT (M10X1.5X30-MM)
CONNECTOR AS
CONNECTOR
SEAL-O-RING
SEAL-O-RING
CONNECTOR AS
CONNECTOR
SEAL-O-RING
SEAL-O-RING

WASHER (11X21X2.5-MM THK)
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Cl1l3 / KWwj) Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE (continued)

Ref. Part number Description Qty Code Group
o page
8 389-3708 PLUG AS 1
214-7568 SEAL-O-RING 1
360-3679 PLUG-CONNECTOR (9/16-18-THD) 1

CAT codes: C, M, Y.
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C13 / KWJ

342-6070 BASE GP-OIL FILTER -ENGINE

Lubrication system

342-6070 BASE GP-OIL FILTER -ENGINE S/N KWJ4607-UP PROVIDES AN OIL COOLER BASE GP WHICH ALSO PROVIDES
SUPPLY AND RETURN OIL PORTS FOR REMOTE OIL FILTER CANNOT BE USED WITH NON-REMOTE OIL FILTER AN

ATTACHMENT

Drawing 1 of 1

Ref. Part number

1 336-2216
2 524-8611
113-5304
134-5245

u b~ W

309-5137
6V-8635
228-7093
238-5084
6 330-9754
8T-3611
228-7094
228-7096
7 6V-5839

SEBP5572

ENGINE OIL
COCLER

Description

GASKET-FILTER BASE
BASE GP-OIL FILTER
SEAL-O-RING

BOLT (M10X1.5X30-MM)
CONNECTOR AS
CONNECTOR
SEAL-O-RING
SEAL-O-RING
CONNECTOR AS
CONNECTOR
SEAL-O-RING
SEAL-O-RING

WASHER (11X21X2.5-MM THK)
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